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W. C. Blackburn Continental Oil Company
Division Manager 152 North Durbin
Production Department Pacific Western Life Building

Casper,Wyoming $2601
(307)234-7311

December 21, 1977

Division of Oil, Gas & Mining
1588 West North Temple
Salt Lake City, Utah 84116

Attention: Mr. C. B. Feight
Secretary

Gentlemen:

Exception.Lotation
Conoco Cháýita Federal 13 No. 3
2202' FWL, 2146' FNL
Section 13, T9Š, 1232

intûh County, Utah
Filei 102986.511.01-10

Continental attenpted to locate a well approximately 1980 feet from the
west line atid 1940 keet from the north line of .Section 13, Township 9
South, Range 23 East Uintah County, Utah, as a gas well in conformance
with Rule C-3 of the Boakd of Oil, Gas and Mining. However,..because of
the surface terrain in the immediate area, which is.cut by two washes
with ground slopes of appróximately 45°, we find that the only practical
drillable location neat the center of the SE½¾W¼, Section 13, falls at a
point 2202 feet FWL and 2146 feet FNL of section 13, Township 9 South,
Range 23 East.

Continental Oil Company is the sole owner of an.oil and gas lease which
includes, among other lands, all of Sections 13 and 14, Township 9 South,
Range 23 East. The lands have not been spaced for drilling by the Board.
However, in the general area, sections have been developed with one and
two wells per section. We do not believe the correlative rights of other
parties will be damaged by granting a pérmit for an exception locatîon.

We respectfully request that Continental Oil Company be granted adminis-
tratively a permit for Conoco Chapita Federal 13 Well No. 3 at a location
2202 feet FUL and 2146 feet FNL, Section 13, Township 9 South, Range 23
East, Uîntah County, Utah, as an exception location to Rule C-3 of the
Board of Oil, Gas and Mîning.

Very truly yours,
CIROULATETO:

HETUNNT
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ROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PEP. FOOT SETTING DEPTH QUANTITY OF CEMFNT

ALL 13 8" _54.5f_ _ 90' 125
1:2 1/4" 9 518>"

_

36.0# 25_00' 675
7 7/8" 5 1/2" 15.5#, 17# 8749'

It is proposed to drill Conoco Chapita Federal 13 No. 3 as a Mesaverde gas producer.

There are not any cores or DST's planned. All appropriate logs will be run. It is

anticipated to air drill this well until fluid entry into the well bore becomes such

a problem as to require a mud system.

If the Mesaverde proves noncommercial, we may plug back to the Wasatch.

Cement-volumes and placement of cement will depend upon which zones are commercial. Cement

volumes will be calculated from the caliper log. Engineering will provide cement volumes

and placement of centralizers and cementing tools af ter the well has been logged and

productive intervals have been determined.
(Continued next page)

USGS(3) UDOGM(2) File
IN ABOVE SPACE DEseRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

SIGNED TITLE
AdminiStrative Supervisor

(This space for Federal or State otlice use)

PERMITNo APPO VAbutTF

APPit0VED BY ... --.__ -.- .......
TITLE . .

DATE

CONDITIONS OF APlmOVAL. lF ANY :

*See Instructions On Revme



0 0
Application for Permit to Drili.
Conoco Chapita Federal 13 No. 3
Page Two

REE°S Program (Cont'd.)

1. Tl_le geologic name of surface formation: Uintah

2. The estimated toP_L°i.i?E.°ß.3B._Fol£Ëcmarkers:

Formation Drilled Dypth Subsea

Green River 1609' +3460'
Wasatch 4439' + 630'
Mesaverde 6339' -1270'

Mancos 8689' -3620'

TD 8749' -3680'

3. It is anticipated to encounter a water bearing zone in the Green River
formation. A gas and water bearing zone is anticipated in the Wasatch
and in the Mesaverde formation. The depths of these formations are
listed in (2) above.

4. Proposed casing pattern:

0'-90' - 13 3/8" OD, 54.5 lb/ft, K-55, ST&C
O'-2500' - 9 5/8" OD, 36 lb/ft, K-55,ST&C
O'-1000' - 5 1/2" OD, 15.5 lb/ft, K-55, LT&C

1000'-7200' - 5 1/2" OD, 15.5 lb/ft, K-55, ST&C
7200'-8749' - 5 1/2" OD, 17 lb/ft, K-55, ST&C

(All casing mentioned above will be new)

5. Specifications for pressure control:

Our minimum specification for pressure equipment will be 5000 lbs.
(Schematic attached)

6. Proposed circulating medium:

Well will be drilled with air. If fluid entry into wellbore becomes such
a pro.blem as to require drilling fluid to lift cuttings, aerated water
inhibited with 2% KCl will be used. It is anticipated that a low solid
Gel-Chemical system will be needed at f5600'. Mud weights will be main-
tained between 9.0-10.4 pounds per gallon to T.D. (Sufficient mud will
be mixed on location to fill hole volume plus excess of 200 bb1s. and
sufficient weight to control bottomhole pressures.)

7. Auxiliary Equipment:

We will use Kelly cocks, floats at the bit, monitoring equipment on the
mud system (if needed),a sub on the floor will fill opening valve, and
a blooie



: (Il (Il
Application for Permit to Drill
Conoco Chapita Federal 13 No. 3
Page Three

Proposed Progrma (Cont'd.)

8. Teschlalo24.Siß.Land corgpg:

As mentioned in the permit to drill, no cores or DST are planned. A .
flare will be ignited under the blooie line when drilling below the top
of the Green River to detect combustible quantities of gas. The follow-
ing logs will be run over the specified intervals:

A. Dual Induction with SP from surface pipe to T.D.
B. Formation Density and Compensated Neutron Log with Caliper

over selected zones in the Green River, Wasatch, and Mesa-

verde formations. The caliper will be run from T.D. to
surface pipe.

9. Abnormal pressures and temperatures:

We do not anticipate any abnormal pressures or temperatures. Rotating
head will be used while drilling with air for control. BOP's will be
used for control while drilling with mud. Mud weight will be increased
if necessary to insure adequate control.

10. Starting date and duration:

We plan to spud the well on March 31 , 1978, and expect drilling
operations to last 57 days.



PROJECT

CONTINENTAL OIL CO.
Wit! loontion ,¢QNOGO ¢Ng#†

T&3, R 23 E , S.LB . &M. * A ** A I•••••* •• •¾••• •
the SE 1/4 NWl/4, Section 13,TOS,91
2 3 E, $.L.B.SM., Uintoh County, Uten.

is

CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WA$ PREPANED FROM

FtELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISION AND THAT THE SAME AR€ TRUE Alto CONNECT TO THE
BEST OF MY KNOWLEQGE ANO 9

REGISTERED LANO SURVEYOR
REGISTRATION Ne 3184
STAT-ÊOF UTAH

79. Q UINTAe ENGINEERING & LÁMo SURVEYING
889 56'W P 0. BOX Q - ilo EAST - FIRST SOUTH

ŸERNAL, UTAR - e4oza
x= Section Corners Located. SCALE n= 1000• DATE

PAATY R€FEREN
GS SS JW PLAT

WEATHER FILE
. Cool CORTINENTAL 04.
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STATE OF UTAH
DIVISIONOF OIL, GASANDMINING

Date: // -

** FILE NOTATIONS **

Operator:

Well No:

Location: Sec. T. R. County:

File Prepared: / / Entered on N.I.D.

Card Indexed: 7------- Completion Sheet:

API NUMBER:

CHECKEDBY:

Administrative ssistan

Remarks:

Petroleum Engineëf '

Remarks:

Director

Remarks:

INCLUDEWITHIN APPROVALLETTER:

Bond Required: Survey P Lat Required:

Order No. / / Surface Casing change '

Rule C-3(c) y ne or coner a ge

0.K. Rule C-3 / 0.K. In Unit /



STATEOF UT
DEPARTMENTOF NAYURAUMOURCFSONSION OF OIL, GAS, AND MINING

EST NORTH TEMPLESAQ LAKE CíTY,UTAH 84

January 4, 1978

Continental 011 Co.
152 North Durbin
Casper, Nyoming 82601

Re: hiell No. Chapita Federal 13-3
Sec. 13, T. 9 S, R. 23 E,
Utntah County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above
referred to well is hereby granted in accordance with Rule C-3(c),
General Rules and Regulations.

Should you determine that it will be necessary to plug and
abandon this well, you are hereby requested to imediately notify the
following:

PATRICKL. DRISCOLL- Chief Petroleum Engineer
HOME: 582-7247
OFFICE: 533-5771

Enclesad please find Form OGC-8-X, which is to be completed
whether or not water sands (aquifers) are encountered during drilling.

Further, it is requested that this Division be notified within
24 hours after drilling operations comence, and that the drilling
contractor and rig number be identified.

The API number assigned to this well is 43-047-30350.

Very truly yours.

DIVISIONOF OIL, GAS, ANDMINING

CLEONB. FEIGHT
Director

cc: U;S. Geological



SCOTTM.MATHESON
OIL,GAS,ANDMININGBOARD

Governor
I.DANIELSTEWART

GORDON E. HARMSTON STATE OF UTAH Chairman

Exècutive Director,
WATURALRESOURCES

DEPARTMENTOF NATURAL RESOURGES
CHARLESR.HENDERSON

DIVISION OF OIL, GAS, AND MINING JOHN L.BELL
THADISW.BOX

CLEON B. FEIGHT 1588 West North Temple C.RAYJUVELib
Director Salt Lake City, Utah 84116

(801)531-5771

February 24, 1978

Mr. Charles Tarr
Continental Oil Company
152 North Durbin
Casper, Wyoming 82601

Dear Mr. Tarr:

Relative to the hearing and subsequent Board Crder i: Cause #173-1,

and 174-1, please be advised that the previously approved permits to drill

on the following wells have been cancelled, due to non-::=formity with

the Board's orders:

1) Conoco - Mountain Lion 34-2

Sec. 34, T. 8S, R. 21E, Uintah County, Utän

API No. 43-047-30338

2) Conoco - Chapita Federal 13
Sec. 13, T. 9S, R. 23E, Uintah County, Urik

API No. 43-047-30299

3) Conoco - Chapita Federal 14-5

Sec. 14, T. 9S, R. 23E, Uintah County, Erik

API No. 43-047-30352

4) Conoco - Chapita Federal 15
Sec. 15, T. 9S, R. 23E, Uintah County, =11

API No. 43-047-30298

Furthermore, the following wells are acceptable as originally permitted.

However, if the locations are moved relative to Mr. E. X. Guynn's suggestions

dated 2/15/78, they will then be contrary to the Boards order and as such,

are summarily denied. The wells in question are:

1) Conoco - Chapita Federal 15-6

Sec. 15, T. 95, R. 23E, Uintah County, Trah

API No.



O g
Continental Oil Company

page 2

2) Conoco - Chapita Federal 13-3

Sec. 13, T. 9S, R. 23E, Uintah County, Utah

API No. 43-047-30350

If there are any questions relative to the above, please do not hesitate

to call.

Very truly yours ,

DIVISION OF O , GAS, AND ¾INING

PATRICK L .
DRISCOLL

CHIEF PETROLEUM ENGINEER

PLD/ka
cc: U.S.G.S. - SLC

BLM -



Foran 9-8810
. SUBMIT Ili CATE* Form a proved.

(May 1963) (Other instr s oÀ Budget ËureauNo. 42-R1425.

ITED STATES reverse e

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-01301

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PhÏG B K O. IF INDIAN, ALLOTTEE OR TRIBE NAME

la. TYPE OF WORK

DRILLU DEEPENO PLUGBACKO 7. UNIT AGREEMENT NAME

b. Tyra or wara.
O LLL WA

L OTHER
S NNELE LTIPLE 8. FARM OR LEASE NAME

2. &MEOFOPERATOk Chapita Federal 1
Continental Oil Company 9. WELL NO.

8. annassa or orzaamon

152 No. Durbin Street, Casper, Nyoming 82601 10. FIELD AND POOL, OR WILDCAT

A. Locarrow or wzt.L (Report location clearly and in accordance with any State requirements ) NaSatch-Mesaverde
at."''"** 1761' FNL, 1359' FWL(SENW) 21...c...., a.....on....

AND SUBTEI OB ABEA

At proposed prod. zone
Sec. 13, T,9S, R23E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST Orr1CE* 12. COUNTY OR PARISH 18. STATE

Uintah Utah
10. DISTAËCE TROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE, FT. 2520 320(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. EOTARY OR CABLE TOOLS
ZZI^n"I"Ãn'"o'NL,T SIL NG C PLETED, 89Û8' ROtary

21. EraTATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILI> START*

5049' (Ungráded Ground) October 1, 1978 '

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

17 1/2" 13 3/8" 54.5# 150' 250 Sacks
12 1/4" 9 5/8" 36# 2500' 875 Sacks
7 7/8" 5 1/2" 15.5, 17# 8908 *

It is proposed to drill this well as a Wasatch-Mesaverde gas well. No cores.
are planned. A drill stem test may be run. ATT appropriate logs will be run.
It is anticipated to air drill this well until fluid entry into the wellbore be-
comes such a problem as to require a mud system.

The BOP wilT be tested daily.

*Cement volume and placement of cement will depend upon which zones are commercial.
Cement volumes will be determined from the caliper log.

(3) UDOGM(2).
FILE

I ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locationk and measured and true vertical depths. Give blowout
preventer program, if any.

SIGNED Tm,EAdminiStrative Supervisor »,,, June 15, 1978
(This space for Federal or State oftee use)

PERMITN APPR VAT DATE

ISTRICTENGINEER OCTi 31978
APPROVED R TTTT.E DATE

CONDITIONS OF APPROVAI,, IF ANY:

DITIONS OF APPROVALATTACHED

*Se na oc o
OO C Y

NOMC NECESSARY FLARING OF GAS DURING DRILLING AND
E OF APPROVAL COMPLETIONAPPROVED SUBJECT TO ROYALTY



PROJECT

CONTINENTAL OlL COMPANY

T 9 S, R 23E, S.I...B.8 M. Well location, CONOCO CHAP/TA EED.
/3 N-* 3, located as shown in the SE 1/4

NW \/4 Section 13, T9S, R 23 E, S.L.B.SM.
Uintah County , Utah.

S 89° 30' W

79. 90

ses CONOCO CHAP/TA EEDERAL /3 NP 3
E/ev. Ungraded Ground ,5049

CERTIFICATE

THIS 15 To CERfiFY THAT THE ABOVE PLAT WA$ PREPARED FROM

FTELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

5UPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BELIEF

REGISTERED LAND SURVEYOR
REGISTRATION NR 3154
STATE OF UTAH

79. 90 UINTAH ENGINEERING Br LAND SURVEYING

S 89° 56' W R 0. BOX Q -·- 110 EAST - FIRST SOUTH

ŸERNAL, ÜTAH - 84078

SCALE DATE
\" = 1000' 4 / 3 / 78

X = Section Corners Located PARTY REFERENCES

L.D.I, B.R., S.S., lšN. BFW GLO Plat
WEATHER FILE

Fair CONTINENTAL OIL



CONTINENTAL OIL COMPANY

13 Point Surface Use Plan

for

Well Location

Conoco Chapita Federal 13 # 3

Located In -

Section 13, T9S, R23E, S.L.B. & M.

Uintah County,



Continental Oil Company
. Conoco Chapita Fe'deral 1 3

Section 13, T9S, R23E, S.L.M. & B.

1. EXISTING ROADS

See attached Topographic Map "A" to reach the Continental Oil Company well
location, Conoco Chapita Federal 13 #3, located in Section 13, T9S, R23E,
S.L.B.&M. from Vernal, Utah.

Proceed East out of Vernal, Utah along U.S. Righway 40 - 24 miles to the
junction of this Highway and Utah State Highway 45 to the South; proceed
South along Utah State Highway 45 - 22 miles to Bonanza, Utah, proceed in
a Westerly direction along an improved dirt road 6.4 miles; proceed to the
junction of this road and the proposed access road to be discussed in Item
# 2.

At the present time there is no major construction anticipated along
any portion of the above described road.

The road will be maintained and kept at the necessary standards required
for an orderly flow of traffic during the drilling, completion, and
prodúction activities of this location.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the exiting road described in Item #1 -in

the SW 1/4 NW 1/4 of Section 13, T9S, R23E, S.L.M. and proceeds in a North-
easterly direction approximately 200' to the proposed well location site.

In order to facilitate the anticipated traffic flow necessary to drill and
produce this well, the following standards will be met.

This proposed access road will be 18' crown road (9' either side of the
centerline) with drain ditches along either side of the proposed road
here it is determined necessary in order to handle any run-off from any
normal meteorological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes and
terraced.

The road will be centerline flagged prior to the commen'cement of construction.

The grade of this road will vary from flat to 8%, but willnot exceed this y
amount. Tais road will be constructed from native borrow accumulated during
construction.

If deemed necessary by the local governmental agencies or their representatives,
turnouts will be installed for safety purposed every 0.25 miles or on top of
ridges that will provide the greatest sight distance. These turnouts will
be 200' in length and 12' in width and will be tapered from the shoulder of
the road for a distance of 50' in length at both the access and the outlet



Continental Oil Co.-
.'Conoco Chapita Federal

, #3 '
Section 13, T9S, R23E, S.L.B.&M.

2. PLANNED ACCESS ROAD - continued

Any fences that are encountered along this access road will be cut and re-
placed with a cattleguard with a minimum width of 18' and a loading factor
large enough to facilitate the heavy trucks required in the drilling and
production of this well.

If cattleguards are to be -located at existing gates, they will be installed
with the above requirements and with a new gate installed at one end of the
cattleguard.

The access from the road to the gate will be of such a nature that there
will be no impedance of traffic flow along the main access road and no
difficulties encountered by traffic utilizing the gate, either leaving or
entering the proposed access road.

The terrain that is traversed by this road is relatively flat and is vegetated
with sparce amounts of sagebrush and grasses.

3. LOCATION OF EXISTING WELLS

As shown on Topographic Map "B", therearenoother wells within a one-milÄ
radius of the proposed well site. (See location plat \for placement of
Continental Oil Co., well location within the section.)

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICË LINES

All petroleum production facilities are to be contained within the proposed
location site. There are no other Continental Oil company flow, gathering,
injection, or disposal lines within a one-mile radius of this.location.

In the event production is established, plans for a gas flow line from this
location to existing gathering lines or a main production line shall be
submitted to the appropriate agencies for approval.

The rehabilitation of the disturbed area that is not required for the production
of this well, will meet the requirements of Items #7 and #10, and these re-
quirements and standards will be adhered to.

5. LOCATION AND TYPE OF WATER SUPPLL

Water for this well will be hauled by truck from an existing loading rapp on
the White River in the NE 1/4 of Section 17, T9S, R22E, S.L.B. & M., approximately
19 .miles to the West from the proposed well location.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction materials for this location site and access road shall be
borrow materials accumulated during construction of the location site and
access road. No additional road gravels or pit lining material from other
sources are anticipated at this time, but if they are required, the
appropriate actions will be taken to acquire them from private



Continental Oil Company
. Conoco Chapita Federal 3, #3

Section 13, T9S, R23E, S.L.B.&.M.

7. METHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve and burn pit will be constructed.

The reserve pit will be approximately 8' deep and at least one half of thisdepth shall be below the surface of the existing ground.

One half of the reserve pit will be used as a fresh water storage area duringthe drilling of this well and the other one half will be used to store non-
flammable material sudh as cuttings, salts, drilling fluids, chemicals,produced fluid, etc.

If deemed necessary by the agencies concerned, to prevent contamination tosurrounding areas, the reserve pits will be lined with a gel.

The pits will have w,ire and overhead flagging ins,talled at such time asdeemed necessary to protect the water fowl, wildlife, and domesticatedanimals.

At the onset of drilling, this reserve pit will be fenced on three sidesand at the time the drilling activities are completed, it will be fencedon the fourda side and allowed to dry completely prior to the time thatbackfilling and reclamation activities are attempted.

When the reserve pit dries and the reclamation activities commence, the pi'tswill be covered with a minimum of four feet of soil and all requirements inItem # 10 will be followed.

The burn pits will be constructed and fenced on all four sides with a smallmesh wire to prevent any flammable materials from escaping and creating afire hazard.

All flammable materials will be burned and then buried upon completion of thiswell.

A portable chemical toilet will be supplied for human vaste.

8. ÄNCILLARY FACILITIES '

There are no ancillary facilities planned for at the present time and noneforeseen in the near future.

9. WELL SITE LAYOUT

See Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction beginson the proposed location



Continental Oil Co. .

Conoco Chapita Federal 13, #
Section 13, ISS, R23E, S.L.B. & M.

.

9. WELL SITE LAYOUT

As mentioned in Item #7, the pits will be unlined unless it is determined
by the representatives of the agencies involved that the materials are too
porous and would cause contamination to the surrounding area; then the pits
will be lined with a gel and any other type material necessary to make it
safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See Location Layout Sheet and Item #9.) When all drilling
and production activities have been completed. the location site and ,

access road will be reshaped to the original contour and stockpiled topsoil
spread over the disturbed area.

,

Any drainages re-routed during the construction activities shall be restored
to their original line of flow as near as possible. Fences around pits,are
to be removed upon completion of drilling activities and all waste being
contained in the trash pit shall be buried with a minimum of 5' of cover.

As mentioned in Item #7, the reserve pit will be completely fenced and wired
and overhead wire and flagging installed, if there is oil in the pits, and
then allowed to completely dry before covering.

Restoration activities shall begin within 90 days after completion of the
well. Once completion activities have begun, they shall be completed with-
in 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the B.L.M.
District Manager when the moisture content of the soil is adequate for ger-
mination. The Lessee further covenants and agrees that all of said clean-
up and restoration activities shall be done and performed in a diligent and
most workman-like manner, and in strict conformity with the above mentioned -

Items #7 and #10.

11. OTHER INFORMATION
-y

The Topography of the General Area (See Topographic Map "A".)

The area is a basin formed by the Blue Mountain Plateau and Green River
to the North and the White River and the Roan Plateau to the South.

The basin floor is interlaced with numerous canyons and ridges formed by
the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstones, conglomerates and shale deposits
are extremelycommon to the area.

The geologic structures of the area that are visible are of the Uintah formation
(Eocene Epoch) Tertiary Peroid in the upper elevations and the cobblestone
and younger alluvial deposits from the Quaternary
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11. OTHER INFORMATION - continued

Outcrops of sandstone ledges, conglomerate deposits and shale are common
in this area.

The topsoils in the area range from a light brownish-gray sandy clay (SM-ML)
type soil poorly graded gravels to a clayey (OL) type soil.

The majority of the numerous washes and streams in the area are of a non-
perennial nature flowing during the early spring run-off and extremely
heavy rain storms of long duration which are extremely rare as the normal
annual rainfall in dhe area is only 8".

The White River to the South of this location is the only perennial stream
that is affected by this location site.

Due to the low precipitation average, climate conditions and the marginal
types of soils, the vegetation that is found in the area is common of the
semi-arid region we are located in, it consists of areas of sagebrush, rabbit
brush, some grasses, and cacti as the primary flora. This is also true of
the lower elevations.

The fauna of the area consists predominantly of the mule deer, prong horned
antelope, coyo.tes, rabbits and varieties of small ground squirrels and
other types of rodents. The area is used by man for the primary purpose
of grazing domesticated sheep and cattle.

The birds of the are are raptors, finches, ground sparrows, magpies,. crows,
and jays.

The Topography of the Immediate Area (Topographic Map "B")

Chapita Federal 13-3
, is located on a relatively flat area. A small

non-perennial drainage in the close proximity drains to the Northwest. ,

into Coyote Wash. Coyote Wash is a non-perennial stream that is a
tributary to the White River.

The terrain in the vicinity of the location slopes to the Northwest ffom
a small ridge through the location site at approximatley a 22 grade tövard
Coyote Wash.

The vegetation in the immediate area surrounding the location site is
predominantly sage brush, and grasses.

There are no accupied dwellingsor other facilities of this nature in~the
general area.

There are no visible archaeological, historical, or cultural sites with-
in any reasonable proximity of the proposed location site. (See Topographic
Map
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12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Romer Smith
Box 536
Grand Junction, Colorado 81501

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions

which presently exist; that the statements made in this plan are, to the best
of my knowledge, true and correct; and that 'the work associated with the
operations proposed herein will be performed by Continental Oil Company and
its contractors and sub-contractors in conformity with this plan and terms
and conditions under which it is approved.

Date
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Oil and Gas Drilling EA No. 1186

United States Department of the Interior
Geological Survey

8440 Federal Building
Salt Lake City, Utah 84138

Usual Environmental Analysis

Lease No. U-01301

Operator continentai Oil Company Well No. 3

Location 1761' FNL, 1359 FWL Sec. 13 T. 9S R. 23E

County Entah State Utah Field Chapita

Status: Surface Ownership Public Minerals . Federal

3oint Field Inspection Date August 3, 1978

Participants and Organizations:

George Diwachak U.S.G.S. - Salt T.ske City

Bill Robbins BM - VRTnd

Homer Smith Continental Oil Companv

Roy Steel Contractor

Related Environmental Analyses and References:

(1) Unit Resource Analysis - Bonanza Planning Unit (08-05) BLM
Vernal, Utah

Analysis Prepared by: George J. Diwachak
Environmental Scientist
Salt Lake City, Utah

Date: August 9,



EA #1186

Proposed Action

On June 23, 1978, Continental Oil Company filed an Application for
Permit to Drill the No. 3 development well, a 8905- foot oil and gas
test of the Wasatch, Mesa Verde and Mancos Formations; located at an
elevation of 5049 ft. in the Chapita Field on Federal mineral lands and
public surface; lease No. U-01301

. There was no objection raised to
the wellsite nor to the access road. /76/ F¥ F#C / /3rf// >JC

A rotary rig would be used for the drilling. An adequate casing and
cementing program is proposed. Fresh-water sands and other mineral-
bearing formations would be protected. A Blowout Preventor would be
used during the drilling of the well. The proposed pressure rating
should be adequate. Details of the operator's NTL-6;10-Point Subsurface
and 13-Point Surface Protection Plans are on file in the U.S.G.S.
District Office in Salt Lake City, Utah and the U.S.G.S. Northern Rocky
Mountain Area Office in Casper, Wyoming.

A working agreement has been reached with the BLM, the controlling
surface agency. Rehabilitation plans would be decided upon as the well
neared completion; the Surface Management Agency would be consulted for
technical expertise on those arrangements.

The operator proposes to construct a drill pad 200 ft. wide by 300 ft.
with an additional 60 ft. perimeter in the event that massive fracturing
equipment is necessary. The reserve pit would be constructed to a
75 ft. by 150 ft. size. A new access road will be constructed 18 ft.
wide x 0.4 miles long. The operator proposes to construct production
facilities on disturbed area of the proposed drill pad. If production
is established, plans for a gas flow line will be submitted to the
appropriate agencies for approval. The anticipated starting date is
October 1 and duration of drilling activities would be about 45 days.

Location and Natural Setting:

The proposed drillsite is approximately 6.4 miles west of Bonanza,
Utah, the nearest town. A good road runs to within 200 ft. of the
location. This well is in the Chapita field.

Geology:

The surface geology is Uintah. The soil is sandy clay loam. No geo-
' logic hazards are known near the drillsite. Seismic risk for the area

is minor. Anticipated geologic tops are filed with the 10-Point Sub-

surface Protection Plan.
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Approval of the proposed action would be conditioned that adequate and
sufficient electric/radioactive/density logging surveys would be made to
locate and identify any potential mineral resources. Production casing
and cementing would be adjusted to assure no influence of the hydrocarbon
zones through the well bore on these minerals. In the event the well is
abandoned, cement plugs will be placed with drilling fluid in the hole
to assure protection of any mineral resources.

The potential for loss of circulation would exist and is possible in the
sandstone units. Loss of circulation may result in the lowering of the
mud levels, which might permit exposed upper formations to blow out or
to cause formation to slough and stick to drill pipe. A loss of cir-
culation would result in contamination due to the introduction of
drilling muds, mud chemicals, filler materials, and water deep into the
permeable zone, fissures, fractures, and caverns within the formation in
which fluid loss is occurring. The use of special drilling techniques,
drilling muds, and lost circulation materials may be effective in con-
trolling lost circulation.

A geologic review of the proposed action has been furnished by the Area
Geologist, U.S. Geological Survey, Salt Lake City, Utah. The operator's
drilling, cementing, casing and blowout prevention programs have been
reviewed by the Geological Survey engineers and determined to be adequate.

Soils:

No detailed soil survey has been made of the project area. The top
soils in the area range from a sandy clay to a clay type soil. The soil
is subject to runoff from rainfall and has a high runoff potential and
sediment production would be high. The soils are mildly to moderately
alkaline and support the salt-desert shrub community.

Top soil would be removed from the surface and stockpiled. The soil
would be spread over the surface of disturbed areas when abandoned to
aid in rehabilitation of the surface. Rehabilitation is necessary to
prevent erosion and encroachment of undesired species on the disturbed
areas. The operator proposes to rehabilitate the location and access
roads per the recommendations of the Bureau of Land Management.

Approximately 2.5 acres of land would be stripped of vegetation. This
would increase the erosional potential. Proper construction practice,
construction of water bars, reseeding of slope-cut area would minimize

, this impact.
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No specific data on air quality is available at the proposed location.
There would be a minor increase in air pollution due to emissions from
rig and support traffic engines. Particulate matter would increase due
to dust from travel over unpaved dirt roads. The potential for increased
air pollution due to leaks, spills, and fire would be possible.

Relatively heavy traffic would be anticipated during the drilling-opera-
tions phase, increasing dust levels and exhaust pollutants in the area.
If the well was to be completed for production, traffic would be reduced
substantially to a maintenance schedule with a corresponding decrease of
dust levels and exhaust pollutants to minor levels. If the project
results in a dry hole, all operations and impact from vehicular traffic
would cease after abandonment. Due to the limited number of service
vehicles and limited time span of their operation, the air quality would
not be substantially reduced.

Toxia or noxious gases would not be anticipated.

Precipitation:

Annual rain fall should range from about 8 to 11" at the proposed loca-
tion. The majority of the numerous drainages in the surrounding area
are of a non-perennial nature flowing only during early spring runoff
and during extremely heavy rain storms. This type of storm is rather
uncommon as the normal annual precipitation is around 8".

Winds are medium and gusty, occurring predominately from west to east.
Air mass inversions are rare.

The climate is semi-arid with abundant sunshine, hot summers and cold
winters with temperature variations on a daily and seasonal basis.

There are no perennial streams near the lease area. The White River
to the south of this location is the only perennial stream that could
be affected by activity in the area.

Some additional erosion would be expected in the area since surface
vegetation would be removed. If erosion became serious, drainage
systems such as water bars and dikes would be installed to minimize the
problem.

The proposed project should have minor impact on the surface water
systems.

The potentials for pollution would be present from leaks or spills. The
operator is required to report and clean-up all spills or leaks.
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Ground Water Hydrology:

Some minor pollution of ground water systems would occur with the intro-

duction of drilling fluids (filtrate) into the aqquifer. This is normal
and unavoidable during rotary drilling operations. The potential for
communication, contamination and commingling of formations via the well
bore would be possible. The drilling program is designed to prevent
this. There is need for more data on hydrologic systems in the area and
the drilling of this well may provide some basis information as all
shows of fresh water would be reported. Water production with the -gas

would require disposal of produced water per the requirements of NTL-2B.

The depths of fresh-water formations are listed in the 10-Point Sub-

surface Protection Plan.

There would be no tangible effect on water migration in fresh-water
aquifers. The pits would be unlined. If fresh water should be avail-

able from the well, the owner or surface agency may request completion
as a water well if given approval.

The vegetation of the proposed site is of the salt-desert shrub types
consisting of sagebrush, greasewood, halogeton and sparse grasses.

Proposed action would remove about 2.5 acres of vegetation. Removal of
vegetation would increase the erosional potential and there would be a
minor decrease in the amount of vegetation available for grazing.

The operator proposes to rehabilitate the surface upon completion of
operations.

Animal and plant inventory has been made by the BLM. No endangered
plants or animals are known to habitat on the project area. The fauna
of the area consists predominantly of the pronghorn antelope, mule

deer, coyotes, rabbits, and varieties of small ground squirrels and

other types of rodents and various types of reptiles. The area is used
by man for the primary purpose of grazing domestic livestock and sheep.

The birds of the area are raptors, finches, ground sparrows, magpies,

crows, and jays.

Social-Economic Effect:

An on-the-ground surface archaeological reconnaissance would be required

prior to approval of the proposed action. Appropriate clearances would

then be obtained a the surface managing agency. If a historic arti-

fact, an archaeolo zal feature or site is discovered during construc-

tion operations, aerivity would cease until the extent, the scientific
importance, and the method of mitigating the adverse effects could be
determined by a qualified cultural resource
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There are no occupied dwellings or other facilities of this nature in
the general area. Minor distractions from aesthetics would occur over
the lifetime of the project and is judged to be minor. All permanent
facilities placed on the location would be painted light sand color to
blend in with the natural environment. Present use of the area is
grazing, recreation, and oil and gas activities.

Noise from the drilling operation may temporarily disturb wildlife and
people in the area. Noise levels would be moderately high during
drilling and completion operations. Upon completion, noise levels would
be infrequent and significantly less. If the area is abandoned, noise
levels should return to pre-drilling levels.

The site is not visible from any major roads. After drilling opera-

tions, completion equipment would be visible to passers-by of the area
but would not present a major intrusion.

The economic effect of one well would be difficult to determine. The
overall effect of oil and gas drilling and production activity are
significant in Vintah County.

But should this well discover a significant new hydrocarbon source,
local, state and possibly national economics might be improved. In this
instance, other development wells would be anticipated, with substan-

tially greater environmental and economic impacts.

Should the wellsite be abandoned, surface rehabilitation would be done
according to the surface agency's requirements and to USGS's satisfac-

tion. This would involve leveling, contouring, .reseeding, etc., of the
location and possibly the access road. If the well should produce
hydrocarbons, measures would be undertaken to protect wildlife and
domestic stock from the production equipment.

The land is used for wildlife and stock grazing.

There are no national, state, or local parks, forests, wildlife refuges
or ranges, grasslands, monuments, trails or other formally designated
recreational facilities near the proposed location.

The proposed location is within the Bonanza Planning Unit (08-05). This
Environmental Assessment Record was compiled by the Bureau of Land
Management, the surface managing agency of the Federal surface in the
area. The study includes additional information on the environmental
impact of oil and gas operations in this area and gives land use recom-

mendations. The E.A.R. is on file in the agency's State offices and is
incorporated herein by reference.
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Raste Disposal

The mud and reserve pits would contain all fluids used during the
drilling operations. A trash pit would be utilized for any solid
wastes generated at the site and would be buried at the completion of
the operations. Sewage would be handled according to State sanitary
codes. For further information, see the 13-Point Surface Plan.

Alternatives to the Proposed Action

1. Not approving the proposed permit--the oil and gas lease grants the
lessee exclusive right to drill for, mine, extract,.remove and dispose
of all oil and gas deposits. Under leasing provisions, the Geological
Survey has an obligation to allow mineral development ¿ Lthe environ-
mental consequences are not too severe or irreversible. Upon rehabili-
tation of the site, the environmental effects of this action would be
substantially mitigated, if not totally annulled. Permanent damage to
the surface and subsurface would be prevented as much as possible under
U.S.G.S. and other controlling agencies supervision with rehabilitation
planning reversing almost all effects. Additionally, the growing scar-
city of oil and gas should be taken into consideration. Therefore, the
alternative of not proceeding with the proposed action at this time is
rejected.

2. Minor relocation of the wellsite and access road or any special,
restrictive stipulations or modifications to the proposed program would
not significantly reduce the environmental impact. There are no severe
vegetative, animal or archaeological-historical-cultural conflicts at
the site. Since only a minor impact on the environment would be ex-
pected, the alternative of moving the location is rejected. At aban-
donment, normal rehabilitation of the area such as contouring, reseed-
ing, etc., would be undertaken with an eventual return to the present
status as outlined in the 13-Point Surface Plan.

A major drainage exists on the west side (2-3-4) of the drill pad.
The operator has agreed to round the northwest corner of the pad,
keeping a minimum of 30 ft. away from the wash, thereby reducing any
possible impacts.

A minor drainage exists to the north of the proposed reserve pit. The
pit should be lined to prevent any possible contamination. Waterbars
will also be constructed to reroute any drainage from the drill pad.

Topsoil will be stockpiled in the southwest corner of the pad and
should be a minimum of 30 ft. from the wash.
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Adverse Environmental Effects Which Cannot Be Avoided

Surface disturbance and removal of vegetation from approximately^acres

of land surface for the lifetime of the project which would result in
increased and accelerated erosional potential. Grazing would be elimi-
nated in the disturbed areas and there would be a minor and temporary
disturbance of wildlife and livestock. Minor induced air pollution due
to exhaust emissions from rig engines of support traffic engines would
occur. Minor increase in dust pollution would occur due to vehicular
traffic associated with the operation. If the well is a gas producer,
additional surface disturbance would be required to install production
pipelines. The potential for fires, leaks, spills of gas, oil or water
would exist. During the construction and drilling phases of the pro-
ject, noise levels would increase. Potential for subsurface damage to
fresh water aquifers and other geologic formations exists. Minor dis-
tractions from aesthetics during the lifetime of the project would
exist. If the well is a producer, an irreplaceable and irretrievable
commitment of resources would be made. Erosion from the site would
eventually be carried as sediment in the White River. The potential for
pollution to the White River could exist through leaks and spills.

Determination:

This requested action does not constitute a major Federal action sig-
nificantly affecting the environment in the sense of NEPA, Sec. 102(2)(C).

District Engineer y
• U.S. Geological Survey

Conservation Division
Oil and Gas Operations
Salt Lake City District
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Forzn 9-331 C SUBMIT IN ' CATE* Form approved.(May 1963)
(Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR -

Û. LEASE DÉSIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-01301
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TBIBE NAME

18. TYPE OF WORK

DRILLÜ DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
O LLL WA

L OTHER
NNELE UNLETŒŒ 8. M OR MM

2. NAM$ OF OPERATOR Chapita Federal 13
Continental Oil Company Û. WELL NO.

3. ADDRESS OF OPERATOR

152 No. Durbin Street, Casper, Wyoming 82601 1Û. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) WaS atch - Mesaverdeatsurra**1761' FNL, 1359' FWL(SENW) 11.a.c.,2.,.....,o..r.x.
AND SURVEY OR AREA

At proposed prod. sone

Sec. 13, T,9S, R23E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OFFICE* 12, COUNTY OR PARISH 13. STATE

Uin tah Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE i7. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT 2520 320(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. RoTARY OR CABLE TOOLSo'a°ir^r"r fo"oNL RSIL E,C PLETED, 89Û8' ROtary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5049' (Ungraded Ground) October 1, 1978
23

PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

17 1/2" 13 3/8" 54,5# 150' 250 Sacks
17 1/4" 9 5/8" 36# 2500' 875 Sacks

7 7/8" 5 1/2" 15.5, 17# 8908' *

It is proposed to drill this well as a Wasatch-Mesaverde gas well. No cores
are planned. A drill stem test may be run. All appropriate logs will be run.
It is anticipated to air drill this well until fluid entry into the wellbore be-
comes such a problem as to require a mud system.

The BOP will be tested daily.

*Cement volume and placement of cement will depend upon which zones are commercial.
Cement volumes will be determined from the caliper log.

USGS(3) UD M(2) FILE
IN ABOVE SPACE DES IBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

IntN

D TM.EAdministrative Supervisor DATE June 15, 1978
(This space or Fed 1 or State e

APPROVEDBY THE DIVISIONOF

TITLE

APPROVAL DATE

CONDITIONS OF APPROVAL, I
O VISION OF OIL,
GAS,& MINING g RJ .

InstructionsOn ReverseSide
&



Attachment to Form 9-3310
Chapita Federal 13 No. 3
Uintah County, Utah
June 14, 1978

1. The geologic name of surface formation: Uintah

2. The estimated tops of important geologic markers:

Formation Drilled Depth Subsea Depth

First Limestone 1223' 3840'
Green River 1633' 3430'
Wasatch 4468' 595'
Mesaverde 6338' -1275'

Mancos 8758' -3695'

T. D. 8908' -3845'

3. It is anticipated to encounter a water bearing zone in the Green River
formation. A gas and water bearing zone is anticipated in the Wasatch
and in the Mesaverde formations. The depths of these formations are
listed in (2) above.

4. Proposed casing pattern:

0-150' 13 3/8", 54.5#, K-55, ST&C
0-2500' 9 5/8", 36#, K-55, ST&C
0-1000' 5 1/2", 17#, N-80, LT&C
1000-2000' 5 1/2", 17#, K-55, ST&C
2000-6800' 5 1/2", 15.5#, K-55, ST&C
6800-8908' 5 1/2", 17#, K-55, ST&C

All casing mentioned above will be new.

5. Specifications for pressure control:
Our minimum specification for pressure equipment will be 5000 lbs. See
attached BOP diagram.

6. Proposed circulating medium:
Well will be drilled with air. If fluid entry into wellbore becomes such
a problem as to require drilling fluid to lift cuttings, aerated water
inhibited with 2% KC1 will be used. It is anticipated that a salt satu-
ratedsystem will be needed at ±5000'. Mud weights will be maintained be-
tween 9.0-10.7 lbs. per gallon to T. D. (Sufficient mud will be mixed on
location to fill hole volume plus excess of 200 bb1s. and sufficient
weight to control bottom hole pressures.)

7. Auxiliary equipment:
We will use kelly cocks, floats at the bit, monitoring equipment on the
mud system (if needed) a sub on the floor with a full opening valve and
a blooie line.

8. Testing, logging, and coring:
As mentioned in the permit to drill, no cores, but possible a drill stem
test is planned. A flare will be ignited under the blooie line when
drilling below 3000' with air to detect combustible quantities of gas.
The following logs will be run over the specified



e g

Attachment to Form 9-331C
Chapita Federal 13 No. 3
Uintah County, Utah
June 14, 1978
Page 2

8. Testing, logging, and oting, Cont'd.:

A. Dual Induction with SP from surface pipe to T. D.

B. Formation Density and Compensated Neutron Log with Caliper
over selected zones in the Green River, Wasatch, and Mesaverde
formations. The Caliper will be run from T. D. to surface
pipe.

9. Formation andkompletion interval:
Sand lens of the Mesaverde and Wasatch completion method: Perforate
the casing.
Sand Fracturing: 450,000 gallons gelled water, 800,000 pounds of
sand, and 50 tons CO2•

10. Abnormal pressures and temperatures:
We do not anticipate any abnormal pressures or temperatures. Rotating
head will be used while drilling with air for control. B0P's will be
used for control while drilling with mud. Mudweight will be in-
creased if necessary to insure adequate control.

11. Starting date and dú†ation:
We plan to spud the well on October 1, 1978, and expect drilling
operations to last forty-five (45)
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SCOTT M. MATHESON OIL, GAS, AND MINING BOARD
Governor

CHARLES R. HENDERSON
GORDON E. HARMSTON STATE OF UTAH Chairrnan

Executive Director,
NATURAL RESOURCES DEPARTMENT OF NATURAL RESOURCES

JOHNL.BELL
DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN

THADISW.BOXCLEON B. FEIGHT 1588 West North Temple CONSTANCE K. LUNDBERG
Director Salt Lake City, Utah 84116 EDWARD T. BECK

(801) 533-5771 E. STEELE MclNTYRE

November 19, 19T9

Continental Oil Co.
152 No. Debin St.
Casper, Wyoming 82601

RE: SEE ATTACHMENT SHEET FOR
RELLS INVOLVED.

Gentlemen:

In reference to above mentioned we11(s), considerable time
has gone by since approval was obtained from this office.

This office has not recieved any notification of spudding.
If-you do not intend to drill this well (these wells), please
notify this Division. If spudding or any other activity has taken
place, please send necessary forms.* If we do not hear from-your
company within fifteen (15) days, we will assume-you do not intend
to drill this well, and action will be taken to terminate the
application. If-you plan on drilling this well at a later date,
please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly-yours,

DIVISION OF OIL, GAS, AND MINING

EBBIE
BEAUREGARLD



(It II
ATTACHMENT,VELLS INVOLVED.

1) Well No. Conoco-McCook et al 1-4

Sec. 1, T. 9S, R. 21E,
Uintah County, Utah

2) Well No. Conoco-Ignacio #2-5
Sec. 2, T. 98, R. 20E,
Uintah County, 17tah

3) Well No. Ute Tribal #6
Sec. 6, T. 98, R. 22E,
Uintah County, Utah

4) Well No. Chapita Federal #13
Sec. 13, T. 9S, R. 23E,
Uintah County, Utab

5) Well No. Chapita Federal # 13-3
Sec. 13, T. 9S, R. 23E,
Uintah County, Utah

6) Well No. Chapita Federal # 14-4

Sec. 14, T. 9S, R. 23E,
Uintah County,=Utah

T) Well No., Chapita Federal # 14-5
Sec. 14, T. 9S, R. 28E,
Uintah County,



Alex M. Yarsa Conoco inc.
Division Manager 907 Noryh Union Boulevard
Production Department Casper. WY 82601

(307)234-7311

December 14, 1979

State of Utah
Department of Natural Resources
Division of OíÎ, Gas, and Mining ßÛÎ$79
1588 West North Temple
Salt Lake City, Utah 84116

OIL,
NG

Drilling Well Status
Ouray and Chapita Fields
Uintah County, Utah
File: PC-416-CF

In response to your letter of November 19, 1979 concerning the status of
applications to drill seven wells in the Ouray and Chapita Fields:

1) Conoco McCook 1 o. 4 will be drilled in the spring of 1980.
A new Application to Drill wil.1 be submitted.

2) Conoco Ignacio 2 No. 5 will not be drilled. Our application
to the U.S.G.S. has been withdrawn.

3) Conoco Ute Tribal 6 No. 1 will be drilled in the spring of
1980. A new Application to Drill will be submitted.

4) Conoco Chapita Federal 13 will not be drilTed. Our applica-
tion to the U.S.G.S. has been withdrawn.

5) Conoco Chapita F¼deral 13 No. 3 - same as above.

6) Conoco Chapita Federal 14 No. 4 - same as above.

7) Conoco Chapita F¢deral 14 No. 5 - same as above.

Very truly yours,

Alex M. Yarsa
vision
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